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A mixture of up to 32 devices
(including Syncro View, Ident 
and Matrix) can be fitted to 
each panel on the RS485 
serial interface.
The maximum number of Syncro
View panels on a single RS485 
serial interface is 15.

Up to 64 Panels/
Repeaters can be
added to the network.

Control panels
are supplied with
2 or 4 detection loops
and a choice of 0, 16, 48
or 96 zone indicators.

The Syncro network
can be interrogated
remotely by using the
K556 modem module
(normally fitted inside panel)
connected via the telephone.

Each loop is capable
of hosting up to:

126 devices (Apollo)
240 devices (Argus Vega)
127 devices (Hochiki)

iUp to 16 GUIDE
Repeaters may be
Connected  to a GUIDE
system via a LAN
(Local Area Network)

iSupports all Syncro
I/O modules.

iSupports all Syncro
I/O modules.

iMaximum distance 
between Panels = 
1200 Metres or 1.2Km

Full function
repeater panels
are loopless, they come
with a choice of 0, 16, 48
or 96 zone indicators.

The GUIDE dongle
is fitted to the
RS232 serial interface
inside the Syncro Panel.
It converts data to
RS485 and must be
fitted for the system
to work.

The GUIDE system
can be connected
to any Syncro, 
Syncro Response or
Syncro AS panel.

An RS232 to RS485
data converter is
supplied with the
GUIDE system. 

The Syncro system is
compatible with Apollo,
Argus Vega and Hochiki
protocols.

Panels of any of the above
protocols can be used on
the same network.

The Syncro and Syncro AS Control Panels are 
Approved to BS EN54-2 and BS EN54-4 - KM 73505
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